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Cat. No. 12-1 971 B 

OWNER’S MANUAL 



Please read before using this equipment. 


2 ¥ 50-WATT 
TRUNK MOUNT AMPLIFIER 



aPTIMUS 
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FEATURES 


Your Optimus 2 x 50-Watt Trunk 
Mount Amplifier is designed to give 
added punch and power to your auto- 
mobile’s existing autosound system. 
The amplifier produces up to 50 watts 
per channel of clean, powerful sound 
at all audio frequencies with minimum 
distortion. 

The amplifier’s features include; 

Full MOSFET Power Supply — pro- 
duces enough power to supply the 
main amplifier and has a considerable 
amount of reserve power for peak 
“high demand” situations. 

High or Low-Level Input Signal 
Compatible — accepts either high- 
level (speaker) or low-level (pre-ampli- 
fier) input signals to match your auto- 
sound system’s output for the best 
performance. 

Input Level Control — lets you adjust 
the level (high or low) of audio signals 
that enter the amplifier. 


Thermal Overload Protection — au- 
tomatically shuts down the amplifier 
when it overheats or when its load or 
DC power output is shorted. 

14k Gold-Plated Speaker Terminals 

— have high conductivity and mini- 
mum impedance. 

Warning: If you live a high tempera- 
ture area, we recommend you install 
cooling fans on the amplifier to provide 
a better operating temperature envi- 
ronment. Contact your local Radio 
Shack store for a suitable cooling fan. 

If the connectors on your vehicle or au- 
tomobile’s autosound system are not 
compatible with the amplifier’s connec- 
tors, contact your local Radio Shack 
store. Radio Shack stores sell adapter 
harnesses for many vehicles. 


© 1995 Tandy Corporation. 

All Rights Reserved. 

Optimus and Radio Shack are registered trademarks used by Tandy Corporation. 
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PREPARATION 


Before you install the amplifier, carefully read all instructions. 

Please note the following before you begin installing the amplifier: 

• For added safety and to protect your autosound system and amplifier, discon- 
nect your vehicle battery’s negative (-) cable before you begin making the con- 
nections. 

• Do not mount the amplifier until you are sure the connections are correct. To 
help you determine this, temporarily connect the amplifier and test it to be sure 
it works before you permanently mount the amplifier. 


CHOOSING A MOUNTING LOCATION 

Choose a mounting location that meets the following requirements: 

• Does not interfere with the vehicle’s operation 

• Lets you drill mounting holes without damaging other vehicle components 

• Allows enough space around the cooling fins to permit reasonable airflow and 
cooling 

Warning: Do not touch the amplifier when it is on. The amplifier gets very hot while 
in use. 

INCLUDED WITH THE AMPLIFIER 

Your amplifier comes with the following items that are necessary for mounting. (See 
“Mounting the Amplifier.”) Be sure to unpack these items before you dispose of the 
packing materials. 

• 4 Sheet-Metal Screws 

• 4 Spring Washers 

• 4 Flat Washers 
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CONNECTING POWER 

Place the amplifier on the desired mounting location, then follow these steps to con- 
nect power to the amplifier. 

1. Connect one end of the supplied black (ground) wire to a nearby part of the 
vehicle’s metal frame (chassis ground). 

Note; Many modern vehicle parts are made of plastic or other materials that do 
not conduct electricity. You must connect the black (ground) wire to a metal part 
that is not insulated from the vehicle’s frame by one of these non-conducting 
parts. 

2. Connect the other end of the wire to the amplifier’s GND terminal. 

3. Connect one end of the supplied red (power) wire directly to your vehicle’s -i-12 
volt battery power source. 

4. Connect the other end of the wire to the amplifier’s +12V terminal. 

5. Connect one end of the supplied blue with white stripe (remote) wire’s male 
quick disconnect plug to your autosound system’s switched power output lead. 

6. Connect the other end of the wire to the amplifier’s REM terminal. This connec- 
tion turns the amplifier on/off when you turn your autosound system on/off. 


(illus) 
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CONNECTING THE AMPLIFIER 

You can connect your autosound system to the amplifier’s low- or high-level input 
terminals. 

If your autosound system has phono-type outputs, connect them to the amplifier’s 
low level input terminals for a cleaner, less noisy signal. If your autosound system 
has only speaker outputs, connect them to the amplifier’s high-level input terminals. 

Low-Level Inputs 

Your amplifier has gold-plated low-level input terminals to match radios and equal- 
izers with phono-type line-level outputs. 


Using 12-foot, plug-to-plug phono cables (such as Radio Shack Cat. No. 42-2536, 
not supplied), connect the autosound system’s left and right, low-level output phono 
jacks to the amplifier’s corresponding left and right LOW INPUT phono terminals. 



(illus) 
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CONNECTING THE OUTPUTS 

Using 18-gauge stranded speaker wire (such as Radio Shack Cat. No. 278-1217, 
not suppiied), connect the autosound system’s ieft and right speakers to the ampii- 
fier's corresponding ieft and right SPEAKER terminais. 

1 . Disconnect the ieft speaker’s positive (+) wire from your autosound system and 
reconnect it to the ampiifier’s ieft positive (+) SPEAKER terminai. 

Note: The positive wire’s insuiator might be marked with a positive (+) symboi, 
a ridge, or a white stripe, or the conductor wire strands might be goid coiored. 

2. Disconnect the ieft speaker’s negative (-) wire from your autosound system 
and reconnect it to the ampiifier’s ieft negative (-) SPEAKER terminai. 

Note; The negative wire’s insuiator might be marked with a negative symboi 
(-) or the conductor wire strands might be siiver coiored. 

3. Repeat Steps 1 and 2 to connect the right speaker to the ampiifier’s right 
SPEAKER terminais. 



(illus) 
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TESTING THE AMPLIFIER 

1. Temporarily reconnect your vehicle battery’s negative (-) cable. 

2. Turn on your vehicle's ignition and verify that both the amplifier and your auto- 
sound system work properly. 

3. If both the amplifier and your autosound system work properly, proceed to 
“Mounting the Amplifier.” 

If either the amplifier or your autosound system does not work properly, imme- 
diately disconnect your vehicle battery’s negative (-) cable and carefully 
recheck your connections. 
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MOUNTING THE AMPLIFIER 



Follow these steps to mount the amplifier In the location you chose earlier. 

1 . Disconnect your vehicle battery’s negative (-) cable. 

2. Disconnect and label the amplifier’s Input and output wires to make mounting 
more convenient. 

3. Using the mounting holes on the amplifier as a guide, mark the locations for the 
mounting holes. 

4. Drill 9/64-Inch holes In the marked locations, taking care not to damage anything 
behind the mounting surface. 

5. Attach the amplifier to the mounting surface using the supplied sheet-metal 
screws and washers. 



(illus) 



6. Reconnect the amplifier’s wires. 

7. Reconnect your vehicle battery’s negative (-) cable. 
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OPERATION 

TURNING ON THE AMPLIFIER 

The amplifier automatically turns on whenever you turn on your autosound system. 
The POWER indicator lights when the amplifier is on. 

Thermal Overload Protection 

The amplifier’s overload protection circuit automatically shuts down the amplifier and 
the red overload PROTECTION indicator lights under the following conditions: 

• The amplifier is overheated. 

• The speaker wires are shorted. 

• The DC power output is shorted 

• The ground wire is open. 

• The speaker’s impedance is above or below the rated output impedance. 

If this happens, turn off your autosound system, let the amplifier cool down. Then 
before you restart, check to make sure the speaker wires are not touching, the 
ground wire is properly connected to your vehicle’s chassis, and the speakers’ im- 
pedance is 8 ohms. 


SETTING THE INPUT LEVEL CONTROL 

LEVEL lets you adjust the level of audio signals that enter the amplifier. For the best 
performance, follow these steps to adjust the input level. 

1 . Turn LEVEL fully clockwise to MAX. 

2. Turn on your vehicle’s ignition (if necessary), then turn on your autosound sys- 
tem. The amplifier turns on. 

3. Adjust the autosound system’s volume control to a comfortable listening level. 
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LISTENING SAFELY 

To protect your hearing, follow these guidelines: 

• Do not listen at extremely high volume levels. Extended, high-volume listening 
can lead to permanent hearing loss. 

• Always start by setting the volume to the lowest level possible before you begin 
listening, then gradually increase the volume as necessary. 

• Once you set the volume, do not increase it. Over a period of time, your ears 
adapt to the volume level, so a volume level that does not cause discomfort 
might still damage your hearing. 
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CARE AND MAINTENANCE 


Your Optimus 2 ¥ 50-Watt Trunk Mount Amplifier is an example of superior design 
and craftsmanship. The following suggestions will help you care for your amplifier so 
you can enjoy it for years. 



Keep the amplifier dry. If it gets wet, wipe it dry immediately. Liquids 
might contain minerals that can corrode the electronic circuits. 



Handle the amplifier gently and carefully. Dropping it can damage cir- 
cuit boards and cases and can cause the amplifier to work improper- 
ly- 



Use and store the amplifier only in normal temperature environments. 
Temperature extremes can shorten the life of electronic devices and 
distort or melt plastic parts. 



Keep the amplifier away from dust and dirt, which can cause prema- 
ture wear of parts. 



Wipe the amplifier with a damp cloth occasionally to keep it looking 
new. Do not use harsh chemicals, cleaning solvents, or strong deter- 
gents to clean the amplifier. 


Modifying or tampering with the amplifier’s internal components can cause a mal- 
function and might invalidate your amplifier’s warranty. If your amplifier is not per- 
forming as it should, take it to your local Radio Shack store for assistance. 
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REPLACING A FUSE 

If the amplifier shuts down but the red PROTECTION indicator does not light, you 
might need to replace the power wire’s 1 5-amp tube-type fuse (Cat. No. 270-1 073), 
the blade-type fuse (Cat. No. 270-1082), or both fuses. 

Follow these steps to check a fuse and replace it, if necessary. 

1 . Turn off your sound system. 

2. Disconnect your vehicle battery’s negative (-) terminal. 

3. To remove the red power wire’s fuse, grasp the two ends of the fuse holder and 
twist them counterclockwise, then pull the ends apart. 

To remove the front panel’s automotive fuse, grasp the fuse’s plastic end and 
pull it out. 

4. Remove and replace the fuse. 

Caution: Do not use a fuse other than the specified fuse. Doing so might dam- 
age your amplifier. 

5. Grasp the two fuse-holder’s ends, push them in and twist them clockwise. 

6. Let the amplifier cool down before you restart it. 
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SPECIFICATIONS 


10%THD Output Power @ 14.4 VDC 1 kHz SOW x 2 

Frequency Response 20-20,000 Hz (± 3dB) 

Input Impedance 10k Ohms 

Input Sensitivity (for 10% T.H.D. Output Power): 

Low Input 250 mv 

High Input 2.5 V 

Power Supply Voltage DC 14.4 V Negative Ground 

Matching Speaker Impedance 4-8 Ohms 

Maximum Current Draw 15A 

Dimensions 2Vie ¥ 7Vs ¥ 7Vs inch 

(52 ¥200 ¥200 mm) HWD 

Net Weight 3.9 lbs (1 .77Kg) 
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RADIO SHACK LIMITED WARRANTY 

This product is warranted against defects for 1 year from date of purchase from Radio 
Shack company-owned stores and authorized Radio Shack franchisees and dealers. 
Within this period, we will repair it without charge for parts and labor. Simply bring your 
Radio Shack saies siip as proof of purchase date to any Radio Shack store. Warranty 
does not cover transportation costs. Nor does it cover a product subjected to misuse, 
accidental damage, alteration or improper installation. 

EXCEPT AS PROVIDED HEREIN, RADIO SHACK MAKES NO EXPRESS WARRAN- 
TIES AND ANY IMPLIED WARRANTIES ARE LIMITED IN DURATION TO THE DURA- 
TION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. Some states 
do not permit limitation or exclusion of implied warranties; therefore, the aforesaid limi- 
tation(s) or exclusion(s) may not apply to the purchaser. 

This warranty gives you specific iegai rights and you may also have other rights which vary from 
state to state. 

We Service What We Sell 9/94 


RADIO SHACK 

A Division of Tandy Corporation 
Fort Worth, Texas 76102 
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